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(57) ABSTRACT

This technology relates to a device and method for deter-
mining co-locatability of a plurality of virtual machines on
one or more physical infrastructures. The plurality of virtual
machines hosts a plurality of workloads. This involves
identifying workloads which have high variability from the
time series data and determining the workload capacity
threshold of the identified workloads. Thereafter, the candi-
date workloads are selected among the identified workloads
to colocate on a virtual machine based on the workload
variability. After that, the total capacity required by each
candidate workload pair to meet the service requirement is
determined based on the workload capacity threshold. Then,
an optimal sharing point of each workload of the pair with
respect to the other workload of the pair is identified.
Further, percentage compatibility of each workload pair is
determined and finally, the candidate workloads are colo-
cated based on the optimal sharing point and percentage
compatibility.

22 Claims, 4 Drawing Sheets
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1
SYSTEMS AND METHODS FOR
COLOCATING VIRTUAL MACHINES ON
ONE OR MORE PHYSICAL
INFRASTRUCTURE

This application claims the benefit of Indian Patent Appli-
cation Filing No. 4295/CHE/2013, filed Sep. 23, 2013,
which is hereby incorporated by reference in its entirety.

FIELD

This technology generally relates to efficient resource
allocation in virtualized environment and, in particular, to a
system and method for determining co-locatability of a
plurality of virtual machines on one or more physical
infrastructures.

BACKGROUND

Virtualization technology is a disruptive business model
that can drive significant cost savings. In a virtualized data
center a single server hosts multiple workloads each running
on a separate virtual machines (VMs). Virtualization soft-
ware allow partitioning and sharing of computational
resource of a server among different VMs. Partitioning of
resources is useful to ensure the performance isolation
among the VMs and resource shaping happens by multi-
plexing the workload of different VMs. Present virtualized
environment hosting multiple physical machines and mul-
tiple workloads are faced with the challenge of appropriately
sizing and placing of the VMs that host them on the physical
infrastructure.

There are existing models and methods to address the
optimal VM resource allocation. But these have a major
drawback. All the existing approaches assume a fixed
threshold above which the sharing possibilities between
workloads are computed. This fixed threshold value assump-
tion results in sub-optimal solution, as the opportunities of
sharing based on the time varying nature of co-located
workload is never exploited fully.

SUMMARY

This technology overcomes the above mentioned limita-
tions by determining a sharing point, i.e. a percentile of
workload above which the workloads share capacity with
each other, for each workload with respect to another, rather
than the value being fixed at a specific load percentile.

An example of a method for determining co-locatability
of a plurality of virtual machines on one or more physical
infrastructures is disclosed herein. In various examples the
plurality of virtual machines host a plurality of workloads.
The method includes identifying variability of the plurality
of workloads running on the plurality of virtual machines
from time series data. Workload capacity threshold of the
plurality of workloads is determined based on one or more
service requirements. Thereafter, total capacity required by
each pair of the plurality of workloads running on the two or
more candidate virtual machines at a given time period to
meet the one or more service requirements is determined
based on the workload capacity threshold. After that, an
optimal sharing point is identified for each workload of the
pair of the plurality of workloads running on the two or more
candidate virtual machines with respect to another workload
of the pair based on the required total capacity of the pair.
Thereatfter, the two or more candidate virtual machines are
colocated n the one or more physical infrastructures based

10

15

20

25

30

35

40

45

50

55

60

65

2

on the optimal sharing point. Additionally, percentage com-
patibility of each pair of the plurality of workloads running
on the two or more candidate virtual machines is determined
based on the optimal sharing point. This percentage com-
patibility can also be used at the collocation step. In accor-
dance to one embodiment of the present disclosure, a
co-locatability report is generated.

In another example a system for determining co-locat-
ability of a plurality of virtual machines on one or more
physical infrastructures is disclosed. In various examples the
plurality of virtual machines host a plurality of workloads.
The system includes a workload variability identification
module, a workload capacity threshold determination mod-
ule, a candidate virtual machine selection module, a total
capacity determination module, an optimal sharing point
identification module, a percentage compatibility determi-
nation module, a colocation module and a report generation
module. The workload variability identification module is
configured to identify variability of the plurality of work-
loads running on the plurality of virtual machines from time
series data. The workload capacity threshold determination
module is configured to determine workload capacity thresh-
old of the plurality of workloads based on one or more
service requirements. The candidate virtual machine selec-
tion module is configured to select two or more candidate
virtual machines among the plurality of virtual machines for
co-locating based on the variability of the plurality of
workloads running on the plurality of virtual machines. The
total capacity determination module is configured to deter-
mine total capacity required by each pair of the plurality of
workloads running on the two or more candidate virtual
machines at a given time period to meet the one or more
service requirements based on the workload capacity thresh-
old. The optimal sharing point identification module is
configured to identify an optimal sharing point for each
workload of the pair of the plurality of workloads running on
the two or more candidate virtual machines with respect to
another workload of the pair based on the required total
capacity of the pair. The percentage compatibility determi-
nation module is configured to determine percentage com-
patibility of each pair of the plurality of candidate workloads
running on the two or more candidate virtual machines
based on the optimal sharing point. The colocation module
is configured to colocate the two or more candidate virtual
machines on the one or more physical infrastructures based
on the optimal sharing point. The report generation module
is configured to generate a co-locatability report.

In another example, a non-transitory computer readable
medium for determining co-locatability of a plurality of
virtual machines on one or more physical infrastructures is
disclosed. In various examples the plurality of virtual
machines host a plurality of workloads. The computer
readable storage medium which is not a signal stores com-
puter executable instructions for identifying variability of
the plurality of workloads running on the plurality of virtual
machines from time series data, determining workload
capacity threshold of the plurality of workloads based on
one or more service requirements, determining total capacity
required by each pair of the plurality of workloads running
on the two or more candidate virtual machines at a given
time period to meet the one or more service requirements
based on the workload capacity threshold, identifying an
optimal sharing point for each workload of the pair of the
plurality of workloads running on the two or more candidate
virtual machines with respect to another workload of the pair
based on the required total capacity of the pair and colocat-
ing the two or more candidate virtual machines on the one
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or more physical infrastructures based on the optimal shar-
ing point. The computer executable instructions also include
determining percentage compatibility of each pair of the
plurality of workloads running on the two or more candidate
virtual machines based on the optimal sharing point and
generating a co-locatability report.

BRIEF DESCRIPTION OF THE DRAWINGS

Various embodiments of the invention will, hereinafter, be
described in conjunction with the appended drawings. There
is no intention to limit the scope of the invention to such
blocks or objects, or to any particular technology. Instead
these simplified diagrams are presented by way of illustra-
tion to aid in the understanding of the logical functionality
of one or more aspects of the instant disclosure and is not
presented by way of limitation.

FIG. 1 is a computer architecture diagram illustrating a
resource management computing device capable of imple-
menting examples of the technology presented herein.

FIG. 2 is a flowchart of an example of a method for
determining co-locatability of a plurality of virtual machines
on one or more physical infrastructures, in accordance with
an example of this technology.

FIG. 3 is a diagram of two workloads having fixed and
shared capacity, in accordance with an example of this
technology.

FIG. 4 is a block diagram of an example of a system that
determines co-locatability of a plurality of virtual machines
on one or more physical infrastructures, in accordance with
an example of this technology.

DETAILED DESCRIPTION

The foregoing has broadly outlined the features and
technical advantages of the present disclosure in order that
the detailed description of the disclosure that follows may be
better understood. Additional features and advantages of the
disclosure will be described hereinafter which form the
subject of the claims of the disclosure. It should be appre-
ciated by those skilled in the art that the conception and
specific embodiment disclosed may be readily utilized as a
basis for modifying or designing other structures for carry-
ing out the same purposes of the present disclosure. It should
also be realized by those skilled in the art that such equiva-
lent constructions do not depart from the spirit and scope of
the disclosure as set forth in the appended claims. The novel
features which are believed to be characteristic of the
disclosure, both as to its organization and method of opera-
tion, together with further objects and advantages will be
better understood from the following description when con-
sidered in connection with the accompanying figures. It is to
be expressly understood, however, that each of the figures is
provided for the purpose of illustration and description only
and is not intended as a definition of the limits of the present
disclosure.

Exemplary embodiments of the present invention provide
a system and method for determining co-locatability of a
plurality of virtual machines on one or more physical
infrastructures. The plurality of virtual machines hosts a
plurality of workloads. This involves identifying workloads
which have high variability from the time series data and
determining the workload capacity threshold of the identi-
fied workloads. Thereafter, the candidate workloads are
selected among the identified workloads to colocate on a
virtual machine based on the workload variability. After that,
the total capacity required by each candidate workload pair
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to meet the service requirement is determined based on the
workload capacity threshold. Then, an optimal sharing point
of each workload of the pair with respect to the other
workload of the pair is identified. Further, percentage com-
patibility of each workload pair is determined and finally, the
candidate workloads are colocated based on the optimal
sharing point and percentage compatibility.

FIG. 1 is an example of a resource management comput-
ing device 100 in which embodiments, techniques, and
technologies of this technology may be implemented. The
resource management computing device 100 is not intended
to suggest any limitation as to scope of use or functionality
of'the technology, as the technology may be implemented in
other types and/or numbers of computing devices, systems
and/or environments. For example, the disclosed technology
may be implemented using a computing device (e.g., a
server, desktop, laptop, hand-held device, mobile device,
PDA, etc.) comprising a processing unit, memory, and
storage storing computer-executable instructions imple-
menting the service level management technologies
described herein. The disclosed technology may also be
implemented with other computer system configurations,
including hand held devices, multiprocessor systems, micro-
processor-based or programmable consumer electronics,
network PCs, minicomputers, mainframe computers, a col-
lection of client/server systems, and the like.

With reference to FIG. 1, the resource management com-
puting device 100 or other computing environment includes
at least one central processing unit 102 and memory 104.
The central processing unit 102 executes non-transitory
computer-executable instructions. In a multi-processing sys-
tem, multiple processing units execute computer-executable
instructions to increase processing power and as such,
multiple processors can be running simultaneously. The
memory 104 may be volatile memory (e.g., registers, cache,
RAM), non-volatile memory (e.g., ROM, EEPROM, flash
memory, etc.), or some combination of the two. The memory
104 stores software 116 that can implement the technologies
described herein. The resource management computing
device 100 may have additional other types and/or numbers
of features. For example, the resource management com-
puting device 100 may include storage 108, one or more
input devices 110, one or more output devices 112, and one
or more communication connections 114. An interconnec-
tion mechanism (not shown) such as a bus, a controller, or
a network, interconnects the components of the resource
management computing device 100. Typically, operating
system software (not shown) provides an operating envi-
ronment for other software executing in the resource man-
agement computing device 100, and coordinates activities of
the components of the resource management computing
device 100.

FIG. 2 is a flowchart of an example of a method for
determining co-locatability of a plurality of virtual machines
on one or more physical infrastructures, in accordance with
an embodiment of the present invention. In various embodi-
ments of the present disclosure, virtual machines host a
plurality of workloads and thus the term virtual machine and
workload can be construed as synonyms in several instances
in the present disclosure. The variability of workloads
running on the virtual machines is determined from a time
series data, as in step 202. One of the parameters for
determining workload variability is to determine time over-
lapping behavior of the workloads. The overlap is a metric
that reveals the extent of resource contention. The variability
can be determined by using metrics such as Co-efficient of
Variance (CoV). The CoV is equal to the standard deviation
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divided by the mean of the workload. The workload capacity
threshold of all the workloads is determined based on
service requirements or specifically on SLA, as in step 204.
The workload capacity threshold of a workload at a given
time period may vary from the fixed threshold value of that
workload based on service requirements. The candidate
virtual machines among all the virtual machines are selected
to colocate based on the workload variability, as in step 206.
There can be two scenarios based on the resource demand
overlap. In one case, the overlap causes resource contentions
leading to SLA violation and hence the workloads cannot
share the underlying resources. In second case, the overlap
does not cause resource contentions and hence there exists
a potential to share resources. The decreasing CoV indicates
better colocation efficiency. The total capacity required by
each pair of the candidate workloads (i.e. workloads running
on candidate VMs) at a given time period is determined
based on the workload capacity threshold, as in step 208.
The total capacity metric (TCM) represents the capacity
needed by the candidate workloads together on the physical
infrastructure which will meet each of their individual SLA.
To calculate TCM, The time series data for the candidate
workloads is taken and sum up matching the time stamp
value. The workload capacity threshold is considered during
calculating the TCM. The maximum obtained by this will be
the TCM with 0% SLA violation tolerance. However, in case
of'less crucial workloads the SLLA tolerance might be higher.
The optimal sharing point of each candidate workload of the
pair with respect to the other workload of that pair is
identified based on the TCM, as in step 210. In various
embodiments of the present disclosure, the sharing point
represents a percentile of workload above which the work-
loads share capacity with each other. Each of the candidate
workloads has a movable sharing point. The capacity below
the sharing point is assigned as reserved capacity for the
workload and the capacity above the point is obtained from
the common shared capacity. In FIG. 3 S, ; and S, , repre-
sents the sharing capacity of workload 1 and workload 2
respectively. The sharing point is obtained by optimizing the
below equation:

TCM=F,, +F>+Max(S,,,S,,2) (D

Where, TCM is the Total Capacity Metric as calculated by
summing up the time series data of the candidate workloads;
F,, and F, are the capacities below the sharing point and
these do not share with each other. In other words, these are
reserved for the respective VMs; S, and S, , are the
capacities that each of the candidate workloads offers to
share with each other.

Though the formula mentioned above is described for two
workloads, it can be easily generalized for N workloads.
One can take two workloads w1 and w2 and compute the
TCM, then combine w1 and w2 to obtain a combined value
of Fw and Sw. This consolidated workload is then compared
with the third workload w3 to compute a new TCM. In this
manner, one can compute the TCM of all the N workloads.

In this example, the present algorithm begins with a low
sharing point which is then increased till the workload can
sustain with the common shared capacity. The term work-
load sustenance means that it’s processing SLA demands
can be met with the allotted sharing. As the sharing point
moves up and down the ratio of the reserved and shared
capacity of the workload changes. When the sharing point is
at a workload’s maximum load, the entire capacity needed
is exclusively reserved for it in the hardware. This is the
worst case scenario as far as the resource sharing is con-
cerned. Specifically this happens when the workloads are
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overlapping. Similarly, if the sharing point is at its lowest, no
exclusive capacity is reserved for it. All the capacity it needs
has to be obtained from sharing the infrastructure with
others.

Referring back to FIG. 2, the percentage compatibility of
each candidate workload pair is determined based on the
optimal sharing point, as in step 212. Percentage compat-
ibility metric (PCM) for a workload represent the extent of
sharing possible between two workloads. The sharing
between different pairs of workloads is often different. So, if
a set of workloads are required to be placed on a set of
physical infrastructure, then quantification of their compat-
ibility is important and this is done by calculating the PCM.
Higher compatibility is ranked by greater ability to share.
The PCM can be calculated as follows:

PC, iy =S,/ (EF,+S,)
PClp iy =S,/ (FtS,)

PCM 111y =P oy PC oy

Where, PC,, ,,, represents the percentage compatibility of
workload n with respect to workload m; S, represents
sharing capacity of workload n; F, represents reserved
capacity of workload n; PC,,, ,,, represents percentage com-
patibility of workload m with respect to workload n; S,,
represents sharing capacity of workload m; F,, represents
reserved capacity of workload m and PCM,,, ., represents
percentage compatibility metrics of workload m with respect
to workload n. Finally, the candidate virtual machines are
colocated on one or more physical infrastructure based on
optimal sharing point and optionally based on combination
of optimal sharing point and percentage compatibility met-
ric, as in step 214. The method further includes generating
colocation report, as in step 216.

FIG. 4 is a block diagram illustrating an example of a
system for determining co-locatability of a plurality of
virtual machines on one or more physical infrastructures, in
accordance with an embodiment of the present invention.
This example of a system includes a workload variability
identification module (402), a workload capacity threshold
determination module (404), a candidate virtual machine
selection module (406), a total capacity determination mod-
ule (408), an optimal sharing point identification module
(410), a percentage compatibility determination module
(412), a colocation module (414) and a report generation
module (416). More particularly, the workload variability
identification module (402) is configured to identify vari-
ability of the plurality of workloads running on the plurality
of virtual machines from time series data. One of the
parameters for determining workload variability is to deter-
mine time overlapping behavior of the workloads. The
overlap is a metric that reveals the extent of resource
contention. The variability can be determined by using
metrics such as Co-efficient of Variance (CoV). The CoV is
equal to the standard deviation divided by the mean of the
workload. The workload capacity threshold determination
module (404) is configured to determine workload capacity
threshold of the plurality of workloads based on one or more
service requirements or specifically on SLA. The candidate
virtual machine selection module (406) is configured to
select two or more candidate virtual machines among the
plurality of virtual machines for co-locating based on the
variability of the plurality of workloads running on the
plurality of virtual machines. The decreasing CoV indicates
better colocation efficiency. The total capacity determination
module (408) is configured to determine total capacity
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required by each pair of the plurality of workloads running
on the two or more candidate virtual machines at a given
time period to meet the one or more service requirements
based on the workload capacity threshold. The total capacity
metric (TCM) represents the capacity needed by the candi-
date workloads together on the physical infrastructure which
will meet each of their individual SLA. To calculate TCM,
The time series data for the candidate workloads is taken and
sum up matching the time stamp value. The workload
capacity threshold is considered during calculating the
TCM. The maximum obtained by this will be the TCM with
0% SLA violation tolerance. However, in case of less crucial
workloads the SLA tolerance might be higher. The optimal
sharing point identification module (410) is configured to
identify an optimal sharing point for each workload of the
pair of the plurality of workloads running on the two or more
candidate virtual machines with respect to another workload
of the pair based on the required total capacity of the pair.
In various embodiments of the present disclosure, the shar-
ing point represents a percentile of workload above which
the workloads share capacity with each other. Each of the
candidate workloads has a movable sharing point. The
capacity below the sharing point is assigned as reserved
capacity for the workload and the capacity above the point
is obtained from the common shared capacity. The method
of calculating the optimal sharing point is described in detail
herein above with respect to FIG. 2. The percentage com-
patibility determination module (412) is configured to deter-
mine percentage compatibility of each pair of the plurality of
candidate workloads running on the two or more candidate
virtual machines based on the optimal sharing point. Per-
centage compatibility metric (PCM) for a workload repre-
sent the extent of sharing possible between two workloads.
The sharing between different pairs of workloads is often
different. So, if a set of workloads are required to be placed
on a set of physical infrastructure, then quantification of
their compatibility is important and this is done by calcu-
lating the PCM. Higher compatibility is ranked by greater
ability to share. The method of determining PCM is
described in detail herein above with respect to FIG. 2. The
colocation module (414) is configured to colocate the two or
more candidate virtual machines on the one or more physical
infrastructures based on the optimal sharing point and
optionally on the combination of the optimal sharing point
and PCM. The report generation module (416) is configured
to generate a co-locatability report.

The above mentioned description is presented to enable a
person of ordinary skill in the art to make and use the
invention and is provided in the context of the requirement
for obtaining a patent. Various modifications to the preferred
embodiment will be readily apparent to those skilled in the
art and the generic principles of the present invention may
be applied to other embodiments, and some features of the
present invention may be used without the corresponding
use of other features. Accordingly, the present invention is
not intended to be limited to the embodiment shown but is
to be accorded the widest scope consistent with the prin-
ciples and features described herein.

What is claimed is:

1. A method for determining co-locatability of a plurality
of virtual machines, the method comprising:

determining, by a virtual resource management comput-

ing device, a workload capacity threshold and a vari-
ability for a plurality of workloads on a corresponding
plurality of virtual machines, wherein the determined
variability is based at least in part on resource demand
overlap data to indicate resource contention between
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the plurality of workloads on the corresponding plu-
rality of virtual machines and the determined workload
capacity threshold is based on a total workload capacity
required by the plurality of virtual machines in a
predetermined time period;

selecting, by the virtual resource management computing
device, at least two of the plurality of virtual machines
for co-location based on the determined variability of
the plurality of workloads on the corresponding plu-
rality of virtual machines;

determining, by the virtual resource management com-
puting device, an optimal sharing point for the plurality
of workloads corresponding to the at least two of the
plurality of virtual machines, wherein the optimal shar-
ing point is based on the total workload capacity
required by the at least two of the plurality of virtual
machines in the predetermined time period; and

co-locating, by the virtual resource management comput-
ing device, the at least two of the plurality of virtual
machines based on the determined optimal sharing
point.

2. The method of claim 1, further comprising:

determining, by the virtual resource management com-
puting device processor, a compatibility of the at least
two of the plurality of workloads based on the optimal
sharing point, wherein the compatibility is based on a
maximum possible extent of sharing between the at
least two of the plurality of workloads.

3. The method of claim 1, further comprising:

generating, by the virtual resource management comput-
ing device a co-locatability report based on the deter-
mined optimal sharing point.

4. The method of claim 1, further comprising:

determining, by the virtual resource management com-
puting device, a co-efficient of variance based at least
in part on a standard deviation and mean of a plurality
of workload values corresponding to the plurality of
workloads, wherein the variability of the plurality of
workloads is based on time series data comprising the
determined co-efficient of variance.

5. The method of claim 1, wherein the variability is based
at least in part on time overlapping activity by the plurality
of workloads.

6. The method as claimed in of claim 1, wherein the total
capacity required by the plurality of virtual machines in a
predetermined time period is based on one or more service
level agreements.

7. A virtual resource management computing device com-
prising:

a processor;

a memory coupled to the processor which is configured to
be capable of executing programmed instructions,
which comprise the programmed instructions stored in
the memory to:
determine a workload capacity threshold and a vari-

ability for a plurality of workloads on a correspond-
ing plurality of virtual machines, wherein the deter-
mined variability is based at least in part on resource
demand overlap data to indicate resource contention
between the plurality of workloads on the corre-
sponding plurality of virtual machines and the deter-
mined workload capacity threshold is based on a
total workload capacity required by the plurality of
virtual machines in a predetermined time period;
select at least two of the plurality of virtual machines
for co-location based on the determined variability of
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the plurality of workloads on the corresponding
plurality of virtual machines;

determine an optimal sharing point for the plurality of
workloads corresponding to the at least two of the
plurality of virtual machines, wherein the optimal
sharing point is based on the total workload capacity
required by the at least two of the plurality of virtual
machines in the predetermined time period; and

co-locating the at least two of the plurality of virtual
machines based on the determined optimal sharing
point.

8. The device of claim 7, wherein the processor is further
configured to be capable of executing the programmed
instructions, which comprise the programmed instructions
stored in the memory to:

determine a compatibility of the at least two of the

plurality of workloads based on the optimal sharing
point, wherein the compatibility is based on a maxi-
mum possible extent of sharing between the at least two
of the plurality of workloads.

9. The device of claim 7, wherein the processor is further
configured to be capable of executing the programmed
instructions, which comprise the programmed instructions
stored in the memory to:

generate a co-locatability report based on the determined

optimal sharing point.

10. The device of claim 7, wherein the processor is further
configured to be capable of executing the programmed
instructions, which comprise the programmed instructions
stored in the memory to:

determine a co-efficient of variance based at least in part

on a standard deviation and mean of a plurality of
workload values corresponding to the plurality of
workloads, wherein the variability of the plurality of
workloads is based on time series data comprising the
determined co-efficient of variance.

11. The device of claim 7, wherein the variability is based
at least in part on time overlapping activity by the plurality
of workloads.

12. The device of claim 7, wherein the total capacity
required by the plurality of virtual machines in a predeter-
mined time period is based on one or more service level
agreements.

13. The device of claim 7, wherein the optimal sharing
point ensures maximum sharing possible between work-
loads of each pair of the plurality of workloads running on
the two or more candidate virtual machines.

14. A non-transitory computer readable medium having
stored thereon instructions for determining co-locatability of
a plurality of virtual machines on one or more physical
infrastructures, comprising machine executable code which
when executed by at least one processor, causes the proces-
sor to perform steps comprising:

determining a workload capacity threshold and a variabil-

ity for a plurality of workloads on a corresponding
plurality of virtual machines, wherein the determined
variability is based at least in part on resource demand
overlap data to indicate resource contention between
the plurality of workloads on the corresponding plu-
rality of virtual machines and the determined workload
capacity threshold is based on a total workload capacity
required by the plurality of virtual machines in a
predetermined time period;

selecting at least two of the plurality of virtual machines

for co-location based on the determined variability of
the plurality of workloads on the corresponding plu-
rality of virtual machines;
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determining an optimal sharing point for the plurality of
workloads corresponding to the at least two of the
plurality of virtual machines, wherein the optimal shar-
ing point is based on the total workload capacity
required by the at least two of the plurality of virtual
machines in the predetermined time period; and

co-locating the at least two of the plurality of virtual
machines based on the determined optimal sharing
point.

15. The non-transitory computer readable medium of 14,
further having stored thereon instructions that when
executed by the processor cause the processor to perform
steps further comprising:

generating a co-locatability report based on the deter-

mined optimal sharing point.

16. The non-transitory computer readable medium of
claim 14, further having stored thereon instructions that
when executed by the processor cause the processor to
perform steps further comprising:

determining a co-efficient of variance based at least in part

on a standard deviation and mean of a plurality of
workload values corresponding to the plurality of
workloads, wherein the variability of the plurality of
workloads is based on the determined co-efficient of
variance.

17. The non-transitory computer readable medium of
claim 14, further having stored thereon instructions that
when executed by the processor cause the processor to
perform steps further comprising:

determining a compatibility of the at least two of the

plurality of workloads based on the optimal sharing
point, wherein the compatibility is based on a maxi-
mum possible extent of sharing between the at least two
of the plurality of workloads.

18. The non-transitory computer readable medium of
claim 14, wherein the variability is based at least in part on
time overlapping activity by the plurality of workloads.

19. The non-transitory computer readable medium of
claim 14, wherein the total capacity required by the plurality
of virtual machines in a predetermined time period is based
on one or more service level agreements.

20. The non-transitory computer readable medium of
claim 14, further having stored thereon instructions that
when executed by the processor cause the processor to
perform steps further comprising:

detecting when resource demand overlap has occurred in

the plurality of workloads, wherein the resource
demand overlap data is based at least in part on the
detected resource demand overlap; and

preventing sharing of resources between the plurality of

virtual machines corresponding to the plurality of
workloads when the resource demand overlap has been
detected.

21. The method of claim 1, further comprising:

detecting, by the virtual resource management computing

device, when resource demand overlap has occurred in
the plurality of workloads, wherein the resource
demand overlap data is based at least in part on the
detected resource demand overlap; and

preventing, by the virtual resource management comput-

ing device, sharing of resources between the plurality
of virtual machines corresponding to the plurality of
workloads when the resource demand overlap has been
detected.
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22. The device of claim 7, wherein the processor is further
configured to be capable of executing the programmed
instructions, which comprise the programmed instructions
stored in the memory to:

detect when resource demand overlap has occurred in the

plurality of workloads, wherein the resource demand
overlap data is based at least in part on the detected
resource demand overlap; and

prevent sharing of resources between the plurality of

virtual machines corresponding to the plurality of
workloads when the resource demand overlap has been
detected.
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